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Accessories (Field Installed)

159

TRANSVERSE LAMP – WIDE BEAM BFL-MIC-T-WB

Option Footnotes

• H (High Power Factor Ballast) – Allows more HID fixtures per circuit

• P (Photocell) – Must specify voltage other than DT or EB

• TS (Tamperproof Screws) – Available for accessible fixture locations

Mounting Footnotes – see pages 162-167 for details

• FH = 1/2" Adjustable fitter

Product Housing Lamp Optical Mounting Lamp Ballast Color Options
Family Indicator Position Distribution Options Selection Voltage Options (Factory Installed)

BFL MIC T WB FH 013 CFL DT BZ H

026 CFL 12 BK P

Formerly BCW 032 CFL 20 WH TS

035 HPS 24 PB

042 CFL 27 SV

050 PMH/HPS EB

070 PMH/HPS 1M

100 PMH/HPS 2M

150 HPS 34

5_

MICROFLOOD – TRANSVERSE LAMP – WIDE BEAM (Example: BFL-MIC-T-WB-FH-100PMH-DT-WH)

See page 123 for order code logic.

DB-9
Deep Baffle

FWG-9
Wire Guard

GS-9
Glare Shield

TPS-1
Tamperproof
Screwdriver

See pages 168-169 for details
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A = 9.75" (248 mm)

B = 6.25" (159 mm)

C = 4.75" (121 mm)

Ballast & Lamp Footnotes

• 50W, 70W & 100W PMH and 50W & 70W HPS are standard with dual-tap (DT) ballast

• 35W, 100W & 150W HPS are standard with 120V ballast (50W & 70W HPS also available with
120V ballast)

• CFL fixtures supplied with electronic (EB) ballast; senses supply voltage 120 through 277 volt

• International 50 Hertz ballasts available; see page 11 for specification information
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AVIATOR MOUNTING OPTIONS & ACCESSORIES

Integrated Arm
Mounting Code:
IA

• One-piece die-cast aluminum Aviator housing features an Integrated Arm to mount the

fixture directly to a square pole

• Arm length is sized to allow up to four fixtures mounted 90 degrees apart:

– 3" pole (Small Aviator)

– 4" pole (Medium Aviator)

• Easy to install hardware system is included

Extended Arm
Catalog Number:

AVE-1 (Small Aviator – AVS)

AVE-2 (Medium Aviator – AVM)

• Extended Arm is field-installed to the standard Integrated Arm and mounts directly 

to a square pole

• Cast aluminum arm measures 15"/18" long (Small/Medium Aviator)

Extended Upsweep Arm
Catalog Number:

AVU-1 (Small Aviator – AVS)

AVU-2 (Medium Aviator – AVM)

• Extended Upsweep Arm is field-installed to the standard Integrated Arm and mounts

directly to a square pole

• Integrated mounting arm blends with shape of fixture housing

• Cast aluminum arm measures 15"/18" long (Small/Medium Aviator)

• Raises fixture housing 7.5"/9" (Small/Medium Aviator)

Hinged Wall Mount Box
Catalog Number:
WM-5

• For use with Small (AVS) and Medium (AVM) Aviator

• Hinge feature on fixture mounting plate allows hands-free suspension of fixture 

for easy access to wiring, then swings down and secures in place with one fastener

• Includes specially designed wall mount plate for easy installation and through wiring

• Intended for installation over junction boxes up to/including 4" square or 

octagonal and single-gang J boxes

• Knockouts are available at top, sides and rear to feed 1/2" rigid conduit or EMT

• Gasket at mounting provides watertight seal

• Not for use with Extended Arm or Extended Upsweep Arm

• Measures 8.25"L x 8.25"W x 2.5"D

• Field-installed accessory

Extended Arm
Mounting Code:
EA (Large Aviator – AVL)

• Extended mounting arm mounts Large Aviator (AVL) directly to square pole

• Sized to allow fixtures mounted 90 degrees apart on 4", 5" or 6" square pole

• Easy to locate and install hardware system is included



www.beta-lighting.com • 800-236-6800 • Beta Lighting 161

AVIATOR MOUNTING OPTIONS & ACCESSORIES

Round Pole Adaptor
Catalog Number:

AVRP-1  (Small Aviator – AVS)

AVRP-2  (Medium Aviator – AVM)

AVRP-3  (Large Aviator – AVL)

• Secures fixture to 3" – 6" diameter

round pole (Small & Medium

Aviator)

• Adapts fixture to 4" – 6" diameter

round pole (Large Aviator)

• Cast aluminum adaptor sized to 

mount up to four fixtures 

90 degrees apart

Backlight Shield
Catalog Number:

SBL-AV1  (Small Aviator – AVS)

SBL-AV2  (Medium Aviator – AVM)

• Prefinished anodized aluminum

• Provides backlight cutoff

• Mounts inside fixture lens

• Secures underneath lens clips

• Can be position-adjusted 

Tenon Adaptor
Catalog Number:

PT-A1___  (Small Aviator – AVS)

PT-A2___  (Medium Aviator – AVM)

* Enter the following for number
of fixtures and configuration

1  (Single fixture)

2(90)  (90 degree twin)

2(180)  (180 degree twin)

3(90)  (90 degree triple)

3(120)  (120 degree triple)

4(90)  (90 degree quad)

• Tenon Adaptor includes a round hub that

slip-fits over a tenon or pole ranging in

size from 2-3/8" to 3" O.D.

• Cast aluminum hub is secured with 

eight allen set screws to prevent rotation

*
*

Post Top Mount
Mounting Code:

R3  (Large Aviator)

• Designed for single Large Aviator (AVL) fixture

• Fabricated aluminum yoke of round extruded arms

and hub supports fixture

• Hub slip-fits over a steel or aluminum tenon or pole

measuring 2-3/8" up to 3" O.D.

• Hub is secured with eight allen head set screws to

prevent rotation

Mounting Code:

R4  (Large Aviator 4" Square Pole)

R5  (Large Aviator 5" Square Pole)

R6  (Large Aviator 6" Square Pole)

• Fabricated aluminum yoke of round extruded arms

and hub supports fixture housing directly over pole

• Base fits inside a Beta 4", 5" or 6" square pole and

secures with four 5/16-18 steel screws

AVIATOR ACCESSORIES
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STANDARD MOUNTING OPTIONS

2" Adjustable Fitter
Mounting Code:
F2

• Slip-fits over a 2" pole or tenon (2-3/8" O.D.)

• Aiming integrity is secured at 2.5° increments

• Provides enclosed and gasketed internal wiring chamber

• Knockout provided for field-installed photocell accessory

Yoke Mount
Mounting Code:
YM

• Ideal for wall, ground, roof or wood pole mounting

• Bolts directly to almost any surface

• Allows tilt above horizontal and secures in 5° increments

• Provided with 36" external cord for ease of wiring

6" Extended Arm
Mounting Code:
EP

• Extruded aluminum arm attaches fixture horizontally to side of square pole

• Steel backing plate inside pole secures fixture

• Off-sets the fixture 6" from pole

• Measures 6"L x 2-1/2"H (12" housings), 6"L x 4-1/2"H (16", 22" housings)

• When using multiple 22" square or 19" square dome housings at 90-degree

configuration, a 12" extended arm (PM-2/22-12) is required

1-1/2" Close Pole
Mounting Code:
CP

• Extruded aluminum arm attaches fixture horizontally to side of square pole

• Steel backing plate inside pole secures fixture

• Measures 1-1/2"L x 2-1/2"H (12" housings), 1-1/2"L x 4-1/2"H (16", 22" housings)



20-degree Fixed Mount
Mounting Code:
FM

• For Cutoff Flood fixtures (BCF Series) only

• Provides optimum tilt above horizontal where adjustability is not required

• Arm bolts directly to side of square pole

• Backing plate secures arm to inside pole

1/2" Adjustable Fitter
Mounting Code:
FH

• For use with 12" Square and Microflood only

• NPSM threaded end for mounting to 1/2" threaded pipe or junction box

• Allows tilt above horizontal and secures in 5° increments
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STANDARD MOUNTING OPTIONS

Wall Mount
Mounting Code:
WM

• Cast aluminum mounting box with gasket attaches to side of fixture in fixed position 

and secures to wall

• Provided with 4 threaded and closed 1/2" conduit entries

• 150-degree minimum supply wire is required

• Not for indirect mounting of fixtures

Supplied Wall
Mount Box



164 Beta Lighting • 800-236-6800 • www.beta-lighting.com 

STANDARD MOUNTING OPTIONS

Round Tube Off-Center Tenon
Mounting Code:
R1

• Fabricated aluminum yoke of round extruded arms and hub supports fixture

• Hub slip-fits over a steel or aluminum tenon or pole measuring 2-3/8" up to 3" O.D.

• Cast aluminum hub is secured with eight allen head set screws to prevent rotation

Round Tube Off-Center Direct
Mounting Code:
R2 (4" pole)

• Fabricated aluminum yoke of round extruded arms and base supports fixture

• Base fits inside a 4" square pole and secures with four 5/16-18 steel screws

Round Tube Center Tenon
Mounting Code:
R3

• Fabricated aluminum yoke of round extruded arms and hub supports fixture

• Hub slip-fits over a steel or aluminum tenon or pole measuring 2-3/8" up to 3" O.D.

• Cast aluminum hub is secured with eight allen head set screws to prevent rotation

Round Tube Center Direct
Mounting Code:
R4 (4" pole)

• Fabricated aluminum yoke of round extruded arms and base supports fixture

• Base fits inside a 4" square pole and secures with four 5/16-18 steel screws
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STANDARD MOUNTING OPTIONS

Square Tube Center Tenon
Mounting Code:
S3

• Fabricated aluminum yoke of square extruded arms and hub supports fixture

• Hub slip-fits over a steel or aluminum tenon or pole measuring 2-3/8" up to 3" O.D.

• Cast aluminum hub is secured with eight allen head set screws to prevent rotation

• When mounting 22" square housing on fiberglass or aluminum poles, a 3" O.D. steel tenon

that mounts inside the pole is required

Square Tube Center Direct
Mounting Code:

S4  (4" Pole)

S5  (5" Pole)

S6  (6" Pole)

• Fabricated aluminum yoke of square extruded arms and base supports fixture

• Base fits inside a Beta 4", 5" or 6" square pole and secures with four 5/16-18 steel screws
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MOUNTING ACCESSORIES

Back

Wall Mount Bracket
Catalog Number:
WM-1

• For use with 2" Adjustable Fitter – F2

• Attaches to almost any surface 

• Provides wiring access and a built-in 

2-3/8" O.D. tenon

• Drill points for box mounting provided

by installer

• We suggest use of 3/8" dia. bolts to

mount bracket to wall

• Measures 3" deep x 7.5" high with 

3.5" tenon

Wall Mount Bracket
Catalog Number:
WM-4

• For use with 2" Adjustable Fitter – F2

• Attaches to almost any surface 

• Provides wiring access and a built-in 

2-3/8" O.D. tenon

• Mounting holes are spaced 3.25" apart

• 1/2" conduit entry available –

consult factory 

• We suggest use of 3/8" dia. bolts to

mount bracket to wall

• Plate measures 4" square; 8"L x 6"H

Front

Wall Mount Bracket
Catalog Number:
WM-2

• For use with 2" Adjustable Fitter – F2

• Attaches to almost any surface 

• Provides wiring access and a built-in 

2-3/8" O.D. tenon

• Mounting holes are spaced 3.25" apart

• 1/2" conduit entry available –

consult factory 

• We suggest use of 3/8" dia. bolts to

mount bracket to wall

• Plate measures 4" square;

3.8 deep tenon

Ground Mount Post
Catalog Number:
PGM-1

• For use with 2" Adjustable Fitter – F2

• Base prevent rotation of post

• Wiring or conduit feeds through 

post base 

• Tube measures 18" H x 2.4"D

• Base measures 4.9"W x 6.3"L

• Overall height is 24" 

Cross-Arm Adaptor 
Catalog Number:
CA-1

• Designed to mount any Beta outdoor

fixture with a Yoke Mount (YM) to a

horizontal surface, such as a wood

cross arm or a parapet 

• Supplied with three 3/8" x 3/4" long 

stainless steel screws to mount adaptor 

to Yoke Mount

• Base of adaptor is marked in 10-degree

increments to set rotation angle 

of fixture

• Measures 2.7"L x 4.3"W x 4.3"D

Wood Pole Mounting Bracket
Catalog Number:
PWY-1

• Designed to mount any Beta outdoor

fixture with a Yoke Mount (YM) to 6" –

12" diameter round wood pole

• Structural steel bracket attaches to 

Yoke Mount (YM) with supplied

hardware 

• Bracket secures to pole with 5/8"

through bolt or threaded rod (supplied

by others)

• Measures 0.5" x 3.5" x 1.75"
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MOUNTING ACCESSORIES

Mount Box
Catalog Number:
MNB-1

• For use with 1/2" Adjustable Fitter – FH

• Enclosed wiring chamber

• Four threaded knockouts provide 1/2" 

conduit entry: top, back and sides

• Supplied cover gasket ensures 

watertight seal

• Three screws are provided to secure 

the cover to the box

• Ground screw is provided inside the box

• Measures 2.5" x 2.5" x 3.75"W

Conduit Slipfitter
Catalog Number:
MNH-2

• For use with 1/2" Adjustable Fitter – FH

• Cast aluminum hub 

• Slips over a 2-3/8" O.D. pipe or tenon 

• 3/8" allen set screw secures the slipfitter

to prevent rotation

• Measures 1.9" diameter, 2" height

Mount Box with Stake,
Cord & Plug
Catalog Number:
MNB-2

• For use with 1/2" Adjustable Fitter – FH

• Same construction as MNB-1 Mounting

Box, but with 6.5" long aluminum stake 

for ground mounting

• Gasketed, 10-ft. cord is supplied

• 120V straight blade plug 

Wall Mount Bracket
Catalog Number:
WM-3

• Used to mount fixture with Direct

Mount arm, 1-1/2" Close Pole and 6"

Extended Pole Mounts

• Attaches to almost any surface

• Measures 4.8" square and 1/4" thick 

• Mounting holes are spaced 4" apart

• We suggest use of 3/8" dia. bolts to

mount bracket to wall

Hinged Wall Mount Box
Catalog Number:
WM-5

• Hinge feature on fixture mounting plate allows hands-free suspension of fixture for 

easy access to wiring, then swings down and secures in place with one fastener

• Includes specially designed wall mount plate for easy installation and through wiring

• Intended for installation over junction boxes up to/including 4" square or octagonal 

and single-gang J boxes

• Knockouts are available at top, sides and rear to feed 1/2" rigid conduit or EMT

• Gasket at mounting provides watertight seal

• Use with any area light up to and including 400-watt fixture

• Measures 8-1/4"L x 8-1/4"W x 2-1/2"D
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FIXTURE ACCESSORIES (FIELD INSTALLED)

Deep Baffle
Catalog Number:

DB-9  (Microflood) (3.5" deep)

DB-12  (Rectangular and 12" Square) 

(3.5" deep)

DB-16  (16" Square) (5" deep)

DB-22  (22" Square) (6.5" deep)

• Provides light pollution control 

• Helps conceal light source

• Mounts to pre-drilled lens frame holes

• Finished in acrylic black E-Coat paint

Wire Guard
Catalog Number:

FWG-L  (Rectangular)

FWG-9  (Microflood)

FWG-12  (12" Square)

FWG-16  (16" Square/Wedge)

FWG-22  (22" Square/Wedge)

• Steel guard protects lens and optical

system 

• Attaches easily to pre-drilled lens frame

with supplied fasteners

• Finished in acrylic black E-coat paint

• 1" space between wires

Internal Louver
Catalog Number:

DL-L  (Rectangular)

DL-12  (12" Square)

DL-12A  (12" Square Axial)

DL-16  (16" Square)

DL-22  (22" Square)

• Provides light pollution control 

• Helps conceal light source

• Reduces brightness

Glare Shield
Catalog Number:

GS-9  (Microflood) (4" deep)

GS-12  (Rectangular and 12" Square)

(4" deep)

GS-16  (16" Square) (5" deep)

GS-22  (22" Square) (6.5" deep)

• Aluminum shield reduces wasted spill-

light and associated glare for pedestrian

or vehicular traffic

• Attaches easily to pre-drilled lens frame

with supplied fasteners

• Finished with ultra-durable black 

powder coat finish

• Not recommended with Cutoff

Floodlights (BCF Series)

Button Photocell
Catalog Number:

PC-1  (120 volt)

PC-2  (208, 240 or 277 volt)

PC-3  (347 volt)

• A knockout is standard in the 2" 

Adjustable Fitter (F2) to field-install the 

button-type photocell

• Controls night and day on/off operation

Polycarbonate Vandal Shield
Catalog Number:

LS-L  (Rectangular)

LS-12  (12" Square)

LS-16  (16" Square)

LS-22  (22" Square)

• Clear polycarbonate shield 0.119" (3 mm)

thick provides protection to optical system

• Attaches easily to pre-drilled lens frame

with supplied fasteners
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FIXTURE ACCESSORIES (FIELD INSTALLED)

Backlight Shield
Catalog Number:

SBL-AV1  (Small Aviator)

SBL-AV2  (Medium Aviator)

SBL-L  (Rectangular)

SBL-12  (12" Square)

SBL-16  (16" Square or Wedge)

SBL-19  (19" Square Dome with Flat Lens)

SBL-19S  (19" Square Dome with Sag Lens)

SBL-22  (22" Square)

• Prefinished anodized aluminum

• Provides backlight cutoff 

• Mounts inside fixture lens

• Can be position-adjusted

• Secures underneath lens clips

Color Filter
Catalog Number:
NS-AF*

• Fits 9" Axial Microflood only

• Amber, Blue, Green and Red colors

available

*Specify color

A = Amber

B = Blue

G = Green

R = Red

Cutoff Baffle
Catalog Number:
CSF-22

• For use with 22" Square 

• Aluminum shield for achieving Full 

Cutoff Classification

• Attaches easily to lens frame with 

supplied fasteners

• Measures 2.375" deep

Tamperproof Screwdriver
Catalog Number:
TPS-1

• For use on fixtures with 

Tamperproof Lens Fasteners 

Consult factory for feasibility of 

combining multiple accessories 
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POLES – GENERAL INFORMATION

Beta Lighting offers a complete line of square straight poles in 3-, 4-, 5-

and 6-inch square, ranging from 10 through 30 feet.

Each pole includes:

• Galvanized anchor bolts

• Masonite mounting template

• 2" x 6" (51 mm x 152 mm) hand hole located 12" – 24" 
(305 mm – 610 mm) above pole base (location dependent on pole)

• Hand hole cover

• Base cover

• UL grounding lug

• Colorfast DeltaGuard™ finish with 7-year warranty 
(see page 8-9 for more information)

• Crown-Weld® (see page 10 for more information)

• Slotted anchor bolt holes (see page 174 
for range of bolt circle)

Note: For pole EPA values, see the chart and map on page 175

that indicates approximate maximum wind zones throughout 

North America.

• Non-Crown-Weld base

• Fixed location anchor bolt holes (see page 174 
for bolt circle)

SQUARE STRAIGHT – Steel or Aluminum

Steel Pole Base Aluminum Pole Base

AVAILABLE FINISH COLORS:

Optional Color
Up Charge Applies

Available Color
No Additional Cost

Standard
Color

BZ
Bronze

BK
Black

WH
White

PB
Platinum
Bronze

SV
Silver

DELTAGUARD

7-YEAR FIN
IS

H
W

A
R

R
A

N
T

Y

DELTAGUARD

7-YEAR FIN
IS

H
W

A
R

R
A

N
T

Y

®
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POLES – GENERAL INFORMATION

Beta Lighting’s Round Tapered poles are available in lengths ranging from

25 through 50 feet.

Each pole includes:

• One-piece construction

• Shaft taper is a uniform 0.140 inch per foot

• Galvanized anchor bolts

• Masonite mounting template

• 2" x 6" (51 mm x 152 mm) hand hole located 14" (356 mm) 
above pole base

• Hand hole cover

• Base cover

• UL grounding lug

• One-year finish warranty

Note: For pole EPA values, see the chart and map on page 175

that indicates approximate maximum wind zones throughout 

North America.

ROUND TAPERED – Steel AVAILABLE FINISH COLORS:

Optional
Color

Up Charge
Applies

Available Color
No Additional Cost

Standard
Color

BZ
Bronze

BK
Black

WH
White

SV
Silver
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POLE MOUNTING BRACKETS

Single Catalog Catalog 
Number Number

Description Steel Aluminum

Single for 3" square pole PB-1A3 PA-1A3

Single for 4" square pole PB-1A4 PA-1A4

Single for 5" square pole PB-1A5 PA-1A5

Single for 6" square pole PB-1A6 PA-1A6

Twin Catalog Catalog 
Number Number

Description Steel Aluminum

Twin for 3" square pole PB-2A3 

Twin for 4" square pole PB-2A4 PA-2A4

Twin for 5" square pole PB-2A5 PA-2A5

Twin for 6" square pole PB-2A6 PA-2A6

Twin for Round Pole 

(2.438" I.D. base) PB-2R2.375

Triple Catalog 
Number 

Description Steel

Triple for 3" square pole PB-3A3

Triple for 4" square pole PB-3A4

Triple for 5" square pole PB-3A5

Triple for 6" square pole PB-3A6 

Triple for Round Pole 

(2.438" I.D. base) PB-3R2.375

Quad Catalog 
Number 

Description Steel

90˚ Quad for 4" square pole PB-4A4(90)

90˚ Quad for 5" square pole PB-4A5(90)

90˚ Quad for 6" square pole PB-4A6(90)

180˚ Quad for 4" square pole PB-4A4(180)

180˚ Quad for 5" square pole PB-4A5(180)

180˚ Quad for 6" square pole PB-4A6(180)

Cat. # Mounting

PW-1A3* 1 fixture

PW-2A3* 2 fixtures

*Indicate 3", 4", 5" or 6" 
square pole

The PW Series bracket mounts a fixture with a

2" Adjustable Fitter to the side of a square pole.

Typically, two brackets are mounted on either

side to provide accent lighting for the front row

of an automobile sales lot. The 11" (279 mm)

long by 3" (76 mm) square steel arm bolts

securely to the pole, and provides a 2-3/8" O.D.

tenon to mount a fixture with our 2" Adjustable

Fitter. Two 1/2" hex head bolts are supplied to

secure the bracket to the pole. Provided friction

fit end cap encloses the wiring chamber.

Note: Pole must be field-drilled before

installation of bracket. Mounting holes are

spaced 5.25" apart.

The square base of the steel PBD Series bracket is designed to be

inserted into a Beta 4" square, non-tapered steel pole.

The bracket is supplied with end caps to enclose the wiring chamber,

and with 1-1/2" direct mount arms to install the fixtures.

Note: Order fixture without mounting arm for use with this bracket

(Fixture Mounting Code “NM”).

Beta Lighting pole brackets are designed for use with a 2-inch Adjustable

Fitter. The tenon portion measures 2-3/8 inches O.D. All brackets are

standard with our exclusive Colorfast DeltaGuard™ finish, featuring an 

E-coat epoxy primer and ultra-durable powder topcoat.

Steel (PB Series)

The square base of the PB Series bracket is designed to be inserted

into a Beta square, non-tapered steel pole.

The PB Series brackets that accommodate more than one fixture are

supplied with snap-on end caps to enclose the wiring chamber. The PB

Series brackets are constructed of square steel tubing. Fixtures mounted

to these brackets can be aimed and adjusted both vertically and

horizontally. A twin or triple bracket is available for mounting over a

round pole or tenon with an O.D. of 2-3/8". I.D. of base tube is 2.438".

Note: Not for use with aluminum poles.

Aluminum (PA Series) 

The PA Series brackets are similar in design and function to the 

PB Series but are made of extruded aluminum (the PA-1A4 is cast

aluminum). Only Single and Twin PA Series tenons are available.They 

are for use with Beta square, non-tapered aluminum poles.

AVAILABLE FINISH COLORS:

Optional Color
Up Charge Applies

Available Color
No Additional Cost

Standard
Color

BZ
Bronze

BK
Black

WH
White

PB
Platinum
Bronze

SV
Silver

DIRECT MOUNT IN-LINE BRACKETS

SQUARE INTERNAL MOUNT VERTICAL TENONS

MID-POLE BRACKET

Triple Mount PBD-3A4
for 4" square pole

Twin Mount PBD-2A4
for 4" square pole

24"
(610 mm)

9"
(229 mm)

90° Quad

180° Quad
24" Typical
(610 mm)

24"
(610 mm)

24" Typical
(610 mm)
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POLE MOUNTING BRACKETS

ROUND EXTERNAL MOUNT HORIZONTAL TENONS

The round hub of the cast aluminum PT Series bracket is 

designed to mount over a round pole or tenon ranging in size 

from 2-3/8 (60 mm) to 3 inches (76 mm) O.D. These tenons can be

mounted on a square pole but require use of the Single Vertical Tenon

(PB-1A or PA-1A). Fixtures mounted to these tenons can only be

aimed and adjusted vertically. (not side-to-side).

SQUARE INTERNAL MOUNT HORIZONTAL TENONS

The square base of the PD Series aluminum bracket is designed 

to be inserted into square, non-tapered 4-inch steel or aluminum poles.

Die-formed end cap is supplied to enclose the wiring chamber. Fixtures

mounted to these brackets can only be aimed and adjusted vertically

(not side-to-side).

Cat. #

PD-2A4 (90)

Not for use with 22" or 

Square Dome housings

Cat. #

PD-2A4 (180)

Cat. #

PT-1

Cat. #

PT-2 (90)
Not for use with 22" or 
Square Dome housings

Cat. #

PD-3A4 (90)

Not for use with 22" or 

Square Dome housings

Cat. #

PD-4A4 (90)

Not for use with 22" or 

Square Dome housings

Cat. #

PT-3 (90)

Not for use with 22" or

Square Dome housings

Cat. #

PT-3 (120)

Tenon Adaptor with 6" Arm
(for 12" or Rectangular housing)

Cat. # Mounting

PT-21 1 fixture

PT-22(90) 90º twin

PT-22(180) 180º twin

PT-23(90) 90º triple

PT-23(120) 120º triple

PT-24(90) 90º quad

The Tenon Adaptor supports single or multiple outdoor fixtures using a 6.1" (155 mm) or 12.1" (308 mm) long horizontal arm.

This arm mounts to a round hub that slip-fits over a tenon or pole ranging in size from 2-3/8" to 3" O.D. The cast aluminum

hub is provided with eight allen set screws. Order the fixture “without arm” (mounting code “NM”) and specify the Tenon

Adaptor configuration as follows:

Note: Consult factory for specifications of available photocell for Tenon Adaptor.

Cat. #

PT-2 (180)

Cat. #

PT-4 (90)

Not for use with 22" or 

Square Dome housings

TENON ADAPTOR

Tenon Adaptor with 6" Arm 
(for 16", 22" or Square Dome housing)*

Cat. # Mounting

PT-11 1 fixture

PT-12(90)* 90º twin

PT-12(180) 180º twin 

PT-13(90)* 90º triple

PT-13(120) 120º triple

PT-14(90)* 90º quad

*Not for use with 22" or Square Dome housings

Tenon Adaptor with 12" Arm 
(for 16", 22" or Square Dome housing)

Cat. # Mounting

PT-61 1 fixture

PT-62(90) 90º twin

PT-62(180) 180º twin 

PT-63(90) 90º triple

PT-63(120) 120º triple

PT-64(90) 90º quad

HORIZONTAL TENONS

90° Twin 180° Twin Single 90° Twin 180° Twin

90° Triple 90° Quad 90° Triple 120° Triple 90° Quad
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POLE SELECTION

Height (feet)x Bolt Circle/ Bolt Pole “EPA” Ratings

Width (inches)x Range Size Base Wind Velocity (MPH)

Catalog No. Wall (inches) (inches) (inches) 70 80 90 100 110 120 130 140

Square Straight Steel Poles (Crown-Weld® and Colorfast DeltaGuard™)

PS3S10C*† 10 x 3 x 0.125 10/9.3-11 3/4 31.4 23.6 18.2 14.3 11.5 9.3 7.0 6.3

PS3S15C*† 15 x 3 x 0.125 10/9.3-11 3/4 18.5 13.4 9.9 7.4 5.5 4.1 3.0 2.2

PS3S20C*† 20 x 3 x 0.125 10/9.3-11 3/4 11.5 7.8 5.2 3.3 2.0 0.9 0.1 0.0

PS4S10C*† 10 x 4 x 0.125 10/9.3-11 3/4 59.9 45.2 35.1 27.9 22.6 18.5 15.4 12.9

PS4S12C*† 12 x 4 x 0.125 10/9.3-11 3/4 48.4 36.2 27.9 21.9 17.5 14.2 11.6 9.5

PS4S15C*† 15 x 4 x 0.125 10/9.3-11 3/4 36.5 26.9 20.3 15.6 12.1 9.5 7.4 5.8

PS4S17C*† 17 x 4 x 0.125 10/9.3-11 3/4 30.7 22.3 16.6 12.5 9.4 7.1 5.3 3.9

PS4S20C*† 20 x 4 x 0.125 10/9.3-11 3/4 24.0 16.9 12.1 8.7 6.1 4.2 2.7 1.5

PS4S22C*† 22 x 4 x 0.125 10/9.3-11 3/4 20.4 14.0 9.7 6.6 4.3 2.5 1.2 0.1

PS4S25C*† 25 x 4 x 0.125 10/9.3-11 3/4 15.9 10.4 6.6 3.9 1.9 0.4 0.0 0.0

PS4S25S*† 25 x 4 x 0.188 10/9.3-11 3/4 25.3 17.6 12.3 8.5 5.7 3.6 1.9 0.6

PS4S27C*† 27 x 4 x 0.125 10/9.3-11 3/4 13.3 8.3 4.8 2.3 0.5 0.0 0.0 0.0

PS4S30S*† 30 x 4 x 0.188 10/9.3-11 3/4 17.7 11.4 7.1 4.0 1.7 0.0 0.0 0.0

PS5S25S*† 25 x 5 x 0.188 10/9.7-11.3 1 43.9 31.4 22.8 16.6 12.1 8.7 6.0 3.8

PS5S30S*† 30 x 5 x 0.188 10/9.7-11.3 1 32.2 21.9 14.9 9.9 6.2 3.4 1.2 0.0

PS6S30S*† 30 x 6 x 0.188 11.5/11.3-12.8 1 50.8 35.7 25.3 17.9 12.4 8.2 4.9 2.4

Square Straight Aluminum Poles (Colorfast DeltaGuard™)

PA3S10C*† 10 x 3 x 0.125 8 1/2 7.0 5.1 3.7 2.8 2.0 0.0 0.0 0.0

PA3S15C*† 15 x 3 x 0.125 8 1/2 2.4 1.3 0.5 0.0 0.0 0.0 0.0 0.0

PA4S15C*† 15 x 4 x 0.125 9.25 3/4 5.6 3.5 2.1 1.0 0.2 0.0 0.0 0.0

PA4S20D*† 20 x 4 x 0.250 9.25 3/4 7.5 4.8 2.9 1.5 0.4 0.0 0.0 0.0

PA5S25D*† 25 x 5 x 0.250 11.5 1 11.3 7.2 4.3 2.1 0.4 0.0 0.0 0.0

PA6S30D*† 30 x 6 x 0.250 13 1 11.7 6.8 3.2 0.5 0.0 0.0 0.0 0.0

Square aluminum poles do not include the Crown-Weld base. For poles over 30', see our Round Tapered Poles below.

NOTES:
* Specify direct mount pole configuration:

1 2 3 5 6

For fixtures with Fixed 20° Mount, add prefix “2” to configuration numbers 
(i.e. “21”, “22”, “23”, “25” and “26”). EXAMPLE: PS6S30S21BZ

* Indicate T for tenon mount. (Order tenon separately)

† Specify color:

The GFI outlet is built right into a pole hand

hole cover. For use with square straight poles

greater than 3” x 3” wide.Two internal locking

brackets secure the accessory in place.The

cover is hinged and gasketed. UL listed in the

U.S. and Canada for wet locations.

Cat. # Pole Type

REC-GFI† For all square poles except 
5" & 6" Aluminum Poles

REC-GF5&6A† For 5" & 6" Aluminum Poles

Height (feet)x Bolt Circle/ Bolt Pole “EPA” Ratings

Shaft at base (inches)x Range Size Base Wind Velocity (MPH)

Catalog No. Shaft at top (inches) (inches) (inches) 70 80 90 100 110 120 130 140

Round Tapered Poles

PSTR25CT† 25 x 6.5 x 3 10/9-10 1 20.9 15.8 12.2 9.6 7.7 6.3 5.3 4.5

PSTR30CT† 30 x 6.9 x 3 11.5/9.5-11.5 1 17.9 13.5 10.2 7.9 6.5 5.0 4.1 3.4

PSTR35CT† 35 x 7.8 x 3 11.5/10.5-11.5 1 18.3 13.6 10.3 7.9 6.3 5.0 4.1 3.3

PSTR40CT† 40 x 8.4 x 3 12.5/11-12.5 1 17.9 13.2 9.9 7.6 6.0 4.7 3.8 3.0

PSTR45CT† 45 x 9.3 x 3 12.5/12-13 1 17.1 12.4 9.2 7.0 6.0 4.7 3.3 2.5

PSTR50CT† 50 x 10.0 x 3 14/13.5-14.5 1 15.9 11.4 8.3 6.3 4.7 3.6 2.8 2.0

NOTE: Round Tapered Poles do not include Colorfast DeltaGuard paint finish and are warranted for 1 year. Round Tapered Poles do not include the Crown-Weld base.

†† PB Platinum Bronze finish not available on Round Tapered Poles.

To choose the correct pole for an application, careful consideration must be given to the shape, size and number of 

all fixtures to be supported, as well as the geographical location of the application.The charts below indicate Effective

Projected Area (EPA) ratings for Beta Lighting poles. Fixture EPA ratings are on pages 176-179.

Use this data in conjunction with the map on page 175 to choose the appropriate pole for your Beta fixture(s).

The chart values are base wind velocity and allow for a 1.2 gust factor.

The EPA rating of the pole must be equal to or greater than that of the fixture, taking into consideration the wind

conditions at the job site as well as the mountings, tilt angles and number of fixtures required per pole.

AVAILABLE FINISH COLORS:

Optional Color
Up Charge Applies

Available Color
No Additional Cost

Standard
Color

BZ
Bronze

BK
Black

WH
White

PB
Platinum
Bronze††

SV
Silver

GFI OUTLET ACCESSORY – 120V
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NORTH AMERICA WIND VELOCITY MAP
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BAA (AVIATOR) SERIES EPA RATINGS

“IA” Mount

BAA AVS AVM

Fixture/Pole Configuration 0° 0° Notes

Single 0.62 1.03 Order square pole with pole configuration “1”

Twin @ 180° 1.24 2.07 Order square pole with pole configuration “2”

Twin @ 90° 1.06 1.75 Order square pole with pole configuration “3”

Triple @ 90° 1.67 2.78 Order square pole with pole configuration “5”

Quad @ 90° 2.11 3.50 Order square pole with pole configuration “6”

EPA Based on Fixed 0° Tilt of “IA” Direct Mount (Integrated Arm)

“IA” Mount with AVE-*

BAA AVS AVM

Fixture/Pole Configuration 0° 0° Notes

Single 1.05 1.60 Order square pole with pole configuration “1”

Twin @ 180° 2.10 3.20 Order square pole with pole configuration “2”

Twin @ 90° 1.49 2.32 Order square pole with pole configuration “3”

Triple @ 90° 2.54 3.92 Order square pole with pole configuration “5”

Quad @ 90° 2.98 4.64 Order square pole with pole configuration “6”

EPA Based on Fixed 0° Tilt of “IA” Direct Mount with Extended Arm Accessory AVE-*

“IA” Mount with AVU-*

BAA AVS AVM

Fixture/Pole Configuration 0° 0° Notes

Single 1.00 1.52 Order square pole with pole configuration “1”

Twin @ 180° 2.00 3.03 Order square pole with pole configuration “2”

Twin @ 90° 1.51 2.35 Order square pole with pole configuration “3”

Triple @ 90° 2.51 3.87 Order square pole with pole configuration “5”

Quad @ 90° 3.01 4.70 Order square pole with pole configuration “6”

EPA Based on Fixed 0° Tilt of “IA” Mount with Upsweep Arm Accessory AVU-*

“EA” Mount

BAA AVL

Fixture/Pole Configuration 0° Notes

Single 2.80 Order square pole with pole configuration “1”

Twin @ 180° 5.60 Order square pole with pole configuration “2”

Twin @ 90° 4.29 Order square pole with pole configuration “3”

Triple @ 90° 7.09 Order square pole with pole configuration “5”

Quad @ 90° 8.58 Order square pole with pole configuration “6”

EPA Based on Fixed 0° Tilt of “EA” Mount (Extended Arm)

Round Tube Mount

BAA AVL

Fixture Mounting 0° Notes

R3 2.90 For use with 2.375" – 3" O.D. pole or tenon

R4 2.76 Order 4" square pole with pole configuration “T”

R5 2.76 Order 5" square pole with pole configuration “T”

R6 2.76 Order 6" square pole with pole configuration “T”

EPA Based on Fixed 0° Tilt of “R3, R4, R5 and R6” Mounts (Round Tube Post Top)

AVIATOR – SMALL OR MEDIUM HOUSING (AVS or AVM)

AVIATOR – LARGE HOUSING (AVL)
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BAA SERIES EPA RATINGS

Note: For “F2” Mount (2" Adjustable Fitter) tables, see page 178.

“CP” Mount

BAA W16 W22 SDM S12 S16 S22 RCT

Fixture/Pole Configuration 0° 0° 0° 0° 0° 0° 0° Notes

Single 0.45 0.84 1.54 0.47 0.80 1.49 0.60 Order square pole with pole configuration “1”

Twin @ 180° 0.80 1.46 3.08 0.94 1.60 2.98 0.77 Order square pole with pole configuration “2”

Twin @ 90° N/A N/A N/A N/A N/A N/A N/A “CP” Mount will not work with 90° configuration

Triple @ 90° N/A N/A N/A N/A N/A N/A N/A “CP” Mount will not work with 90° configuration

Quad @ 90° N/A N/A N/A N/A N/A N/A N/A “CP” Mount will not work with 90° configuration

EPA Based on Fixed 0° Tilt of “CP” Direct Mount (1.5" Close Pole Mount)

“EP” Mount

BAA W16 W22 SDM S12 S16 S22 RCT

Fixture/Pole Configuration 0° 0° 0° 0° 0° 0° 0° Notes

Single 0.53 0.99 1.69 0.55 0.95 1.64 0.60 Order square pole with pole configuration “1”

Twin @ 180° 0.96 1.76 3.37 1.10 1.90 3.28 1.06 Order square pole with pole configuration “2”

Twin @ 90° 0.93 N/A N/A 0.92 1.50 N/A 0.93 Order square pole with pole configuration “3”

Triple @ 90° 1.41 N/A N/A 1.40 2.25 N/A 1.27 Order square pole with pole configuration “5”

Quad @ 90° 1.86 N/A N/A 1.84 3.00 N/A 1.86 Order square pole with pole configuration “6”

EPA Based on Fixed 0° Tilt of “EP” Direct Mount (6" Extended Pole Mount)

Round Tube 
Mount

BAA W16 W22 SDM S12 S16 S22 RCT

Fixture Mounting 0° 0° 0° 0° 0° 0° 0° Notes

R1 N/A N/A N/A N/A 1.21 N/A N/A For use with 2.375" – 3" O.D. pole or tenon

R2 N/A N/A N/A N/A 1.21 N/A N/A Order 4" square pole with pole configuration “T”

R3 N/A N/A 2.19 N/A 1.21 N/A N/A For use with 2.375" – 3" O.D. pole or tenon

R4 N/A N/A 2.19 N/A 1.21 N/A N/A Order 4" square pole with pole configuration “T”

EPA Based on Fixed 0° Tilt of “R1, R2, R3 and R4” Mounts (Round  Tube Post Top)

Square Tube 
Mount

BAA W16 W22 SDM S12 S16 S22 RCT

Fixture Mounting 0° 0° 0° 0° 0° 0° 0° Notes

S3 N/A N/A N/A N/A 2.23 3.56 N/A For use with 2.375" – 3" O.D. pole or tenon

S4 N/A N/A N/A N/A 2.23 3.56 N/A Order 4" square pole with pole configuration “T”

S5 N/A N/A N/A N/A N/A 3.56 N/A Order 5" square pole with pole configuration “T”

S6 N/A N/A N/A N/A N/A 3.56 N/A Order 6" square pole with pole configuration “T”

EPA Based on Fixed 0° Tilt of “S3, S4, S5 and S6” Mounts (Square  Tube Post Top)

EPA Based on Fixed 0° Tilt of “NM” Mount with 12" Extended Pole Mount Accessory PM-2/**-12

** Specify Color

BAA W16 W22 SDM S12 S16 S22 RCT

Fixture/Pole Configuration 0° 0° 0° 0° 0° 0° 0° Notes

PBD-2A4 1.26 1.83 3.53 1.39 1.88 3.17 1.49 Order 4" square pole with pole configuration “T”

PBD-3A4 2.08 2.81 5.50 2.33 3.00 4.77 2.38 Order 4" square pole with pole configuration “T”

EPA Based on Fixed 0° Tilt of “NM” Mount with PBD Bracket Accessory PBD-2A4 or PBD-3A4

FIXED 0° TILT

“NM” Mount with 
PM-2/**-12

BAA W16 W22 SDM S12 S16 S22 RCT

Fixture/Pole Configuration 0° 0° 0° 0° 0° 0° 0° Notes

Single 0.59 1.07 1.88 0.66 1.15 1.99 0.60 Order square pole with pole configuration “1”

Twin @ 180° 1.18 2.15 3.77 1.31 2.29 3.98 1.11 Order square pole with pole configuration “2”

Twin @ 90° 1.04 1.91 3.37 1.09 1.90 3.33 1.15 Order square pole with pole configuration “3”

Triple @ 90° 1.63 2.99 5.26 1.75 3.04 5.06 1.71 Order square pole with pole configuration “5”

Quad @ 90° 2.08 3.83 6.75 2.19 3.79 6.66 2.31 Order square pole with pole configuration “6”
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BCF SERIES EPA RATINGS

Note: The “F2” Mount (2" Adjustable Fitter) tables below may also be used for BAA or BFL Series with “F2” Mounts.

Single Mount and EPA Based on Degree of Tilt of “F2” Mount (2" Adjustable Fitter)

* These values must be multiplied by the following ratio: Fixture Mounting Height/Total Pole Height

“F2” Mount

BCF S12 S16 S22 RCT

Catalog # 0° 10° 20°† 30° 0° 10° 20°† 30° 0° 10° 20°† 30° 0° 10° 20°† 30°

PA/PB-1 0.61 0.65 0.77 0.84 0.93 1.06 1.27 1.39 1.62 1.94 2.34 2.56 0.65 0.79 0.91 0.96

PT-1 0.82 0.86 0.98 1.05 1.14 1.26 1.48 1.60 1.83 2.15 2.55 2.77 0.86 1.00 1.12 1.17

PW-1A3 1.08* 1.12* 1.24* 1.31* 1.40* 1.53* 1.74* 1.86* 2.09* 2.41* 2.81* 3.03* 1.12* 1.26* 1.38* 1.43*

Triple Mount and EPA Based on Degree of Tilt of “F2” Mount (2" Adjustable Fitter)

“F2” Mount

BCF S12 S16 S22 RCT

Catalog # 0° 10° 20°† 30° 0° 10° 20°† 30° 0° 10° 20°† 30° 0° 10° 20°† 30°

PB-3 4.68 4.91 5.28 5.50 6.35 6.87 7.51 7.88 9.12 10.27 11.45 12.12 4.91 5.33 5.69 5.84

PT/PD-3 (90) 1.87 2.02 2.13 2.19 2.83 3.10 3.30 3.41 N/A N/A N/A N/A 1.84 1.97 2.08 2.11

PT-3 (120) 1.70 1.89 2.21 2.36 2.07 2.81 3.50 4.24 3.33 3.68 4.97 5.33 2.27 2.41 2.53 2.57

Quad Mount and EPA Based on Degree of Tilt of “F2” Mount (2" Adjustable Fitter)

“F2” Mount

BCF S12 S16 S22 RCT

Catalog # 0° 10° 20°† 30° 0° 10° 20°† 30° 0° 10° 20°† 30° 0° 10° 20°† 30°

PB-4 (90) 4.19 4.37 4.55 4.65 5.84 6.17 6.49 6.67 8.74 9.40 9.99 10.32 4.11 4.53 4.89 5.04

PB-4 6.54 6.93 7.42 7.71 8.84 9.63 10.49 10.98 12.62 14.27 15.84 16.73 6.93 7.49 7.97 8.17

PT/PD-4 (90) 2.31 2.60 2.82 2.94 3.57 4.13 4.53 4.72 N/A N/A N/A N/A 2.44 2.70 2.91 2.98

Twin Mount and EPA Based on Degree of Tilt of “F2” Mount (2" Adjustable Fitter)

* These values must be multiplied by the following ratio: Fixture Mounting Height/Total Pole Height

“F2” Mount

BCF S12 S16 S22 RCT

Catalog # 0° 10° 20°† 30° 0° 10° 20°† 30° 0° 10° 20°† 30° 0° 10° 20°† 30°

PA/PB-2 2.82 2.89 3.14 3.28 3.86 4.11 4.53 4.78 5.63 6.28 7.07 7.51 2.89 3.17 3.41 3.51

PT/PD-2 (90) 1.26 1.41 1.52 1.58 1.90 2.16 2.36 2.47 N/A N/A N/A N/A 1.32 1.45 1.56 1.60

PT/PD-2 (180) 1.43 1.43 1.43 1.43 2.09 2.09 2.10 2.34 3.45 3.45 3.87 3.99 1.24 1.35 1.52 1.59

PW-2A3 2.16* 2.24* 2.48* 2.62* 2.80* 3.06* 3.48* 3.72* 4.18* 4.82* 5.62* 6.06* 2.24* 2.52* 2.76* 2.86*

EPA Based on Fixed 20° Tilt of “FM” Mount (20° Fixed Mount)†

† BCF Series: 20° tilt is the optimum tilt angle for maximum main beam projection

“FM” Mount

BCF S12 S16 S22 RCT

Fixture/Pole Configuration 20° 20° 20° 20° Notes

Single 0.70 1.26 2.36 0.88 Order square pole with pole configuration “21”

Twin @ 180° 1.12 2.08 3.44 1.24 Order square pole with pole configuration “22”

Twin @ 90° 1.18 2.17 N/A 1.50 Order square pole with pole configuration “23”

Triple @ 90° 1.66 3.08 N/A 2.12 Order square pole with pole configuration “25”

Quad @ 90° 2.36 4.30 N/A 3.00 Order square pole with pole configuration “26”F
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BFL SERIES EPA RATINGS

Pole Mounting Alternatives for Use with “F2” Mount (2" Adjustable Fitter) 

Twin Mount and EPA Based on Degree of Tilt of “F2” Mount (2" Adjustable Fitter)

†These values must be multiplied by the following ratio: Fixture Mounting Height/Total Pole Height

Single Mount and EPA Based on Degree of Tilt of “F2” Mount (2" Adjustable Fitter)

†These values must be multiplied by the following ratio: Fixture Mounting Height/Total Pole Height

“F2” Mount

BFL S12 S16 S22 RCT

Catalog # 45° 60° 70° 90° 45° 60° 70° 90° 45° 60° 70° 90° 45° 60° 70° 90°

PA/PB-1 0.91 1.07 1.16 1.21 1.50 1.78 1.95 2.03 2.74 3.26 3.56 3.69 0.99 1.14 1.36 1.21

PT-1 1.11 1.28 1.37 1.42 1.71 1.99 2.16 2.24 2.95 3.47 3.77 3.90 1.20 1.35 1.57 1.42

PW-1 1.38† 1.54† 1.63† 1.68† 1.97† 2.25† 2.42 2.50 3.21† 3.73† 4.03† 4.16† 1.46† 1.61† 1.83† 1.68†

Triple Mount and EPA Based on Degree of Tilt of “F2” Mount (2" Adjustable Fitter)

“F2” Mount

BFL S12 S16 S22 RCT

Catalog # 45° 60° 70° 90° 45° 60° 70° 90° 45° 60° 70° 90° 45° 60° 70° 90°

PB-3 5.68 6.17 6.44 6.59 8.19 9.04 9.55 9.79 12.66 14.22 15.12 15.51 5.93 6.38 7.04 6.59

PT/PD-3 (90) 2.23 2.38 2.45 N/A 3.49 3.75 N/A N/A N/A N/A N/A N/A 2.13 2.25 N/A N/A

PT-3 (120) 2.47 2.76 3.08 3.16 4.74 5.09 5.48 5.63 5.51 6.41 N/A N/A 2.61 2.75 2.98 2.83

Quad Mount and EPA Based on Degree of Tilt of “F2” Mount (2" Adjustable Fitter)

“F2” Mount

BFL S12 S16 S22 RCT

Catalog # 45° 60° 70° 90° 45° 60° 70° 90° 45° 60° 70° 90° 45° 60° 70° 90°

PB-4 (90) 4.76 5.00 5.12 5.20 6.83 7.25 7.50 7.62 10.59 11.37 11.83 12.03 5.13 5.58 6.24 5.79

PB-4 (180) 7.95 8.60 8.97 9.17 11.40 12.53 13.21 13.53 17.45 19.53 20.73 21.25 8.29 8.89 9.77 9.17

PT/PD-4 (90) 3.04 3.32 3.49 3.53 4.90 5.42 N/A N/A N/A N/A N/A N/A 3.02 3.26 N/A N/A

Single Alternatives

PA-1A* PB-1A* PT-1 PW-1A3 (*) 

Twin Alternatives

PA-2A* PB-2A* PT-2 (90) PT-2 (180) PD-2A4 (90) PD-2A4 (180) PW-2A3 (*)

Triple Alternatives

PB-3A* PT-3 (90) PT-3 (120) PD-3A4 (90)

Quad Alternatives

PB-4A* (90) PB-4A* (180) PT-4 (90) PD-4A4 (90)

* Specify pole size to complete catalog number

“F2” Mount

BFL S12 S16 S22 RCT

Catalog # 45° 60° 70° 90° 45° 60° 70° 90° 45° 60° 70° 90° 45° 60° 70° 90°

PA/PB-2 3.41 3.73 3.91 4.01 4.99 5.56 5.89 6.05 7.87 8.91 9.51 9.77 3.57 3.87 4.31 4.01

PT/PD-2 (90) 1.62 1.77 1.84 N/A 2.56 2.81 N/A N/A N/A N/A N/A N/A 1.61 1.74 N/A N/A

PT/PD-2 (180) 1.49 1.75 1.90 1.96 2.40 2.84 3.08 3.19 4.23 4.97 5.44 5.60 1.64 1.85 2.17 1.95

PW-2 2.76† 3.08† 3.26† 3.34† 3.94† 4.50† 4.84† 5.00† 6.42† 7.46† 8.06† 8.32† 2.92† 3.22† 3.66† 3.36†
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