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HORIZONTAL LAMP – TRANSLUCENT BCP-SSS-H-TL & BCP-SSL-H-TL

Ballast & Lamp Footnotes

• 21W fixtures require voltage to be specified – 120V (12) or 277V (27)

• 21W fixture is available in 8" housing only (SSS)

• 28W & 38W fixtures are standard with a self-sensing 120 – 277 supply volt electronic ballast

• 28W & 38W fixtures are available in 10" housing only (SSL)

Option Footnotes

• E1 (Emergency Ballast – 120 Volt) – 28W or 38W fixtures only; UL Listed for damp locations;
525 Lumen Output

• E2 (Emergency Ballast – 277 Volt) – 38W fixtures only; UL Listed for damp locations; 525
Lumen Output

• P (Photocell) – Must specify voltage other than EB

• F (Fuse) – Must specify voltage other than EB

• TS (Tamperproof Screws) – Available for accessible fixture locations

Mounting Footnotes – see page 356 for details

• DM (Direct Mount) = Knockouts are provided on the rear of the housing for 1/2" conduit
entry

• Mounting is also available over single-gang, 4" square or 4" octagon junction boxes

Product Housing Lamp Optical Mounting Lamp Ballast Color Options
Family Indicator Position Distribution Options Selection Voltage Options (Factory Installed)

BCP SSS H TL DM 021 CFL EB WH E1

SSL 028 CFL 12 E2

038 CFL 27 F

Formerly BAB P

TS

8" AND 10" SURFACE SQUARES – TRANSLUCENT LENS (Example: BCP-SSL-H-TL-DM-038CFL-EB-WH)

See page 309 for order code logic.

TPS-1
Tamperproof
Screwdriver

Accessories (Field Installed) See page 357 for details
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Candlepower distribution curve
of 38W CFL.

Isofootcandle plot of 38W CFL
at 10' (3.0 m) mounting height.
(Plan view)
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A = 8" (203 mm)/10" (254 mm)

B = 1.6" (41 mm)/1.9" (48 mm)

C = 1.4" (36 mm)/2.0" (51 mm)

D = 3.0" (77 mm)/3.9" (99 mm)
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Angle Along 45 Across Lumens

0 405 405 405
5 403 403 404 39

15 394 396 396 112
25 381 386 383 177
35 356 365 359 226
45 318 330 321 251
55 268 283 271 248
65 207 225 210 215
75 142 161 145 162
85 85 105 87 108
90 73 93 76
95 71 90 74 90

105 66 82 68 80
115 59 75 62 68
125 51 64 53 53
135 42 52 44 37
145 31 37 32 22
155 19 21 20 10
165 9 8 9 3
175 1 0 1 0
180 0 0 0

Candlepower Summary
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6" X 10" RECTANGULAR – ACRYLIC LENSBCP-RCT-V-TL

Optical System
Translucent Lens

This white acrylic translucent lens diffuses

glare and provides uniform light levels in all

directions.

Lamp

• Maximum wattage:

70W PSMH, 42W CFL*,

100W HPS, 60W A-lamp

*CFL lamp: 13W & 26W twin tube

or 32W & 42W triple tube

• Medium base HID lamp or CFL 

lamp included; incandescent A-lamp

not included

• Vertical lamp for optimum

performance

Housing 

• Die-cast aluminum housing

• White, translucent acrylic lens

provides excellent resistance 

to yellowing

• UV-stabilized lens

Electrical

• Normal power factor ballast is

standard for HID

• Electronic universal ballast is 

standard for CFL

Finish

• Exclusive Colorfast DeltaGuard™

finish with 7-year warranty

Labels

• UL Listed for wet locations

• ANSI lamp wattage label supplied

• IP54 Rating

Vertical Lamp
V-TL

AVAILABLE FINISH COLORS:

Available Color
No Additional Cost

Standard
Color

BZ
Bronze

BK
Black

WH
White
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VERTICAL LAMP – TRANSLUCENT LENS BCP-RCT-V-TL

Ballast & Lamp Footnotes

• 50W & 70W PMH are standard with dual-tap (DT) ballast; multi-tap (MT) available

• All HPS fixtures are standard with 120V ballast; multi-tap (MT) ballast is available for 70W &
100W HPS

• CFL fixtures are standard with a self-sensing 120 – 277 supply volt electronic ballast (EB)

• INC fixtures are not supplied with lamps – wattage shown is maximum allowed; 120V only

• 347V available for 50W & 70W PMH and 70W & 100W HPS

• International 50 Hertz ballasts available; see page 11 for specification information

Option Footnotes

• H (High Power Factor Ballast) – Allows more fixtures per circuit; for 347V consult factory; not
available for CFL and INC fixtures

• P (Photocell) – Must specify voltage other than MT, DT or EB
13W & 26W CFL and 60W INC require ESB-71P or ESB-72P to accommodate 
photocell; order as accessory (Fixtures supplied without ballast housing)

• PL (Polycarbonate Lens) – Replaces acrylic lens for greater vandal resistance

• TS (Tamperproof Screws) – Available for accessible fixture locations

Mounting Footnotes – see page 356 for details

• DM (Direct Mount) = Supplied with fixture assembly bar to easily mount fixture over a
recessed junction box

• Optional surface mounting box (ESB-7) is required for surface wiring; order as accessory

• 50W & 70W PMH and 70W & 100W HPS are for soffit or ceiling mount only; all other fixtures
can be mounted in any position

• Wall mount version of this fixture is available for 50W PMH or 70W HPS – consult factory

• Vertical lamp position is based on mounting the fixture to ceiling or soffit

Product Housing Lamp Optical Mounting Lamp Ballast Color Options
Family Indicator Position Distribution Options Selection Voltage Options (Factory Installed)

BCP RCT V TL DM 013 CFL MT BZ H

026 CFL DT BK P

Formerly BAC1 032 CFL 12 WH PL

035 HPS 20 TS

042 CFL 24

050 PMH/HPS 27

060 INC EB

070 PMH/HPS 34

100 HPS 5_

6" X 10" RECTANGULAR – VERTICAL LAMP – TRANSLUCENT LENS (Example: BCP-RCT-V-TL-DM-070PMH-DT-WH)

See page 309 for order code logic.

TPS-1
Tamperproof
Screwdriver

ESB-7
Surface Mounting Box

ESB-71P or 2P
Photocell

Accessories (Field Installed) See page 357 for details
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500

Candlepower distribution curve of 70W HPS.

C

A B

A = 6.0" (152 mm)

B = 4.5" (114 mm), 6.45" (164 mm) or

7.2" (183 mm) – Consult Factory

C = 10" (254 mm)
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Isofootcandle plot of 70W HPS
at 10' (3.0 m) mounting height.
(Plan view)

Angle

0.0
5.0

10.0
15.0
20.0
25.0
30.0
35.0
40.0
45.0
50.0
52.5
55.0
57.5
60.0
62.5
65.0
67.5
70.0

Mean CP

383
391
408
431
453
471
491
505
514
520
523
524
521
517
513
505
501
494
484

Angle

72.5
75.0
77.5
80.0
82.5
85.0
87.5
90.0
95.0

105.0
115.0
125.0
135.0
145.0
155.0
165.0
175.0
180.0

Mean CP

476
468
457
445
435
425
418
416
410
390
354
303
245
178
107
42
0
0

Maximum Candlepower: 524
Plane of Maximum CP: 25.0°
Vertical Angle of Maximum

Candlepower: 52.5°
Lumen Rating: 6400

Candlepower Summary
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9" CIRCULAR – ACRYLIC LENSBCP-CIR-V-UD

Optical System
Up/Down Cutoff

This up/down luminaire features a clear

acrylic lens and a specular aluminum

reflector that provides ceiling illumination

as well as a wide, uniform downward

distribution of light.

Lamp

• Maximum wattage:

70W PSMH, 42W CFL*,

100W HPS

*CFL lamp: 26W twin tube or 

32W & 42W triple tube

• Medium base HID lamp or CFL 

lamp included

• Vertical lamp for optimum

performance

Housing 

• Die-cast aluminum housing

• Clear, acrylic lens for excellent

resistance to yellowing 

• UV-stabilized lens

Electrical

• Normal power factor ballast is

standard for HID

• Electronic universal ballast is 

standard for CFL

• 150°C supply wire required on 

HID fixtures

Finish

• Exclusive Colorfast DeltaGuard™

finish with 7-year warranty

Labels

• UL Listed for wet locations

• ANSI lamp wattage label supplied

• Enclosure classified IP65

Vertical Lamp
V-UD

AVAILABLE FINISH COLORS:

Available Color
No Additional Cost

Standard
Color

BZ
Bronze

BK
Black

WH
White



www.beta-lighting.com • 800-236-6800 • Beta Lighting

VERTICAL LAMP – UP/DOWN CUTOFF BCP-CIR-V-UD

Ballast & Lamp Footnotes

• 50W & 70W PMH are standard with dual-tap (DT) ballast; multi-tap (MT) is available

• All HPS fixtures are standard with 120V ballast; multi-tap (MT) ballast is available for 70W &
100W HPS

• CFL fixtures are standard with a self-sensing 120 – 277 supply volt electronic ballast (EB)

• 347V available for 50W & 70W PMH and 50W & 70W HPS

• International 50 Hertz ballasts available; see page 11 for specification information

Option Footnotes

• H (High Power Factor Ballast) – Allows more fixtures per circuit; for 347V consult factory

• P (Photocell) – Must specify voltage other than MT, DT or EB

• PL (Polycarbonate Lens) – Replaces acrylic lens for greater vandal resistance

• TS (Tamperproof Screws) – Available for accessible fixture locations

Mounting Footnotes – see page 356 for details

• DM (Direct Mount) = Two 1/4" knockouts are provided for #8 or #10 mounting screws

• Two sealing washers are provided for watertight installation

• Three 1/2" flush-threaded openings with socket-drive closure plugs are provided for center
rear entry, side-to-side or top-to-bottom through wiring

• All fixtures are for soffit or ceiling mount only

Product Housing Lamp Optical Mounting Lamp Ballast Color Options
Family Indicator Position Distribution Options Selection Voltage Options (Factory Installed)

BCP CIR V UD DM 026 CFL MT BZ HP

032 CFL DT BK P

Formerly BAD7 035 HPS 12 WH PL

042 CFL 20 TS

050 PMH/HPS 24

070 PMH/HPS 27

100 HPS EB

34

48

5_

9" CIRCULAR – UP/DOWN CUTOFF (Example: BCP-CIR-V-UD-DM-070PMH-DT-WH)

See page 309 for order code logic.

TPS-1
Tamperproof
Screwdriver

Accessories (Field Installed) See page 357 for details
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Candlepower distribution curve of 70W HPS.
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BA A = 8.8" (224 mm)

B = 8.5" (216 mm)
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Isofootcandle plot of 70W HPS
at 10' (3.0 m) mounting height.
(Plan view)

MOUNTING HEIGHT CONVERSION TABLE

Footcandle readings for mounting heights other than 10' (3 m)
may be obtained by multiplying fc values by the following:

Height Factor

7.0' (2.1 m) 2.04
8.0' (2.4 m) 1.56
9.0' (2.7 m) 1.23

12.0' (3.7 m) 0.69
15.0' (4.6 m) 0.44
20.0' (6.1 m) 0.25

Angle

0
5

10
15
20
25
30
35
40
45
50
55
60
65
70
75
80
85
90

Mean CP

312
236
250
276
281
318
353
378
453
742
978

1336
1522
1052
357
84
48
44

184

Angle
95

100
105
110
115
120
125
130
135
140
145
150
155
160
165
170
175
180

Mean CP
380
557
617
434
174
18
13
4
3
1
0
3
0
0
0
0
0
1

Maximum Candlepower: 1522
Plane of Maximum CP: 0°
Vertical Angle of Maximum Candlepower: 60°
Lumen Rating: 6400

Candlepower Summary
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12" PARKING STRUCTUREBCP-P12-V-SP

Optical System
Prismatic Reflector

This mini prismatic luminaire features an

acrylic reflector and clear, drop dome lens.

The optics deliver a 65-degree main beam

for wide uniform distribution designed to

minimize glare.

Lamp

• Maximum wattage:

175W PSMH, 175W MH,

150W HPS

• Medium base HID lamp included;

coated PSMH, MH or clear HPS

• Vertical lamp for optimum

performance

Housing 

• Die-cast aluminum housing

• Acrylic prismatic reflector and clear

domed lens are standard

Electrical

• High power factor ballasts 

are standard

• 150°C supply wire required on 

HID direct mount fixtures

Finish

• Exclusive Colorfast DeltaGuard™

finish with 7-year warranty

Labels

• UL Listed for damp locations

• ANSI lamp wattage label supplied

Vertical Lamp
V-SP

AVAILABLE FINISH COLOR:

Standard
Color

WH
White
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VERTICAL LAMP – PRISMATIC REFLECTOR BCP-P12-V-SP

Ballast & Lamp Footnotes

• 100W & 125W PMH are standard with dual-tap (DT) ballast; multi-tap (MT) available

• All other products are standard with multi-tap (MT) ballast

• 347V available for 100W & 150W PMH, 175W MHX and 100 & 150W HPS

• International 50 Hertz ballasts available; see page 11 for specification information

Option Footnotes

• 30" (30" cord) – Required for use with PD-10WH (Parking Deck Bracket – see accessories)

• CN (Conical Drop Lens) – Reduces glare and provides a more uniform distribution

• F (Fuse) – Must specify voltage other than MT or DT

• P (Photocell) – Must specify voltage other than MT or DT

• PL (Polycarbonate Reflector and Lens) – Replaces standard acrylic reflector and lens for
greater vandal resistance

• Q (Quartz Standby) – Delay-relay type and includes 100W T4 dual-contact quartz lamp
(not available with 277V reactor ballast)

Mounting Footnotes – see page 356 for details

• DM (Direct Mount) = Multiple knockouts are provided on the rear and sides of the housing for
1/2" conduit entry

Fixture also designed to mount over single-gang, 4" square or 4" octagon junction boxes

• QM (Quick Mount) = A black steel tray mounts directly to the ceiling or 4" octagon or square
recessed junction box; a hinge bracket attached to the fixture hooks into a slot in the tray,
supporting the fixture while electrical connection is made; multiple conduit knockouts are
provided on the tray

• All fixtures are for soffit or ceiling mount only

Product Housing Lamp Optical Mounting Lamp Ballast Color Options
Family Indicator Position Distribution Options Selection Voltage Options (Factory Installed)

BCP P12 V SP DM 100 PMH/HPS MT WH 30

QM 125 PMH DT CN

150 PMH/HPS 12 F

Formerly BGD 175 PMH/MHX 20 P

24 PL

27 Q

34

5_

PARKING STRUCTURE  – 12" PRISMATIC REFLECTOR (Example: BCP-P12-V-SP-DM-175PMH-MT-WH)

See page 309 for order code logic.

PD-10WH
Parking Garage

Bracket

Accessories (Field Installed) See page 357 for details
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.5Candlepower distribution curve
for 175W MH with Prismatic
Acrylic Lens.

Isofootcandle plot of one 
175W MH at 10' (3.0 m)
mounting height. (Plan view)

A = 12" (305 mm)

B = 11.3" (287 mm)
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Candlepower Summary
Angle Mean CP Lumens

0 1347
5 1327 127

15 1310 371
25 1417 659
35 1633 1033
45 1864 1460
55 2490 2191
65 2643 2501
75 1364 1522
85 987 1082
90 962
95 981 1061

105 960 1005
115 839 827
125 558 494
135 122 116
145 42 27
155 37 17
165 26 7
175 8 1
180 0
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9" PARKING STRUCTUREBCP-MR9-V-SP

Optical System
Prismatic Refractor

This mini-refractor luminaire features a

prismatic, polycarbonate lens. Symmetric

distribution allows wide spacing while

maintaining brightness control.

Lamp

• Maximum wattage:

175W PSMH, 175W MH,

150W HPS

• Medium base HID lamp included

• Vertical lamp for optimum lamp

performance

Housing 

• Die-cast aluminum 

• Prismatic injection-molded

polycarbonate refractor is standard

Electrical

• High power factor ballasts 

are standard

Finish

• Exclusive Colorfast DeltaGuard™

finish with 7-year warranty

Labels

• UL Listed for damp locations

• ANSI lamp wattage label supplied

Other

• (DM) Direct mounting for installation

over a recessed junction box

• (SS) Slide splice box mounting for

pendants with rigid conduit

Vertical Lamp
V-SP

AVAILABLE FINISH COLORS:

Optional Color
Up Charge Applies

Available Color
No Additional Cost

Standard
Color

BZ
Bronze

BK
Black

WH
White

PB
Platinum
Bronze

SV
Silver
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VERTICAL LAMP – PRISMATIC REFRACTOR BCP-MR9-V-SP

Ballast & Lamp Footnotes

• 70W, 100W & 125W PMH are standard with dual-tap (DT) ballast; multi-tap (MT) ballast is
available for 70W & 100W PMH

• 150W & 175W PMH and 175W MHX are standard with multi-tap (MT) ballast

• All HPS fixtures are standard with 120V ballast; multi-tap (MT) ballast is available

• International 50 Hertz ballasts available; see page 11 for specification information

Option Footnotes

• Q (Quartz Standby) – Non-delay relay type and includes 100W T4 dual-contact quartz lamp
(not available with 277V reactor ballast)

Mounting Footnotes – see page 356 for details

• CP (Cord & Plug mount) = Supplied with 30" cord & NEMA standard locking-type plug;
includes a quick connect hook with retainer spring to suspend fixture from a ceiling eye 
hanger (customer supplied)

• DM (Direct Mount) = Designed for installation over a recessed junction box
Optional surface mounting box (ESB-7) is required for surface wiring or with 
150W PMH and 175W MHX mounted to a combustible surface; order as accessory

• SS (Slide Splice box mount) = Used for pendant mounting with rigid conduit

Product Housing Lamp Optical Mounting Lamp Ballast Color Options
Family Indicator Position Distribution Options Selection Voltage Options (Factory Installed)

BCP MR9 V SP CP 070 PMH/HPS MT WH Q

DM 100 PMH/HPS DT

SS 125 PMH 12

150 PMH/HPS 20

Formerly BBJ 175 PMH/MHX 24

27

34

5_

PARKING STRUCTURE – 9" MINI REFRACTOR (Example: BCP-MR9-V-SP-DM-175PMH-MT-WH)

See page 309 for order code logic.

ESB-7WH
Surface Mounting Box

Accessories (Field Installed) See page 357 for details
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Candlepower distribution curve
for 175W MH.

Isofootcandle plot of one 
175W MH at 10' (3.0 m) 
mounting height.
(Plan view)Candlepower Summary

Angle Mean CP Angle Mean CP 

0 1439 75 897
5 1430 80 607

10 1440 85 415
15 1511 90 156
20 1580 95 266
25 1676 105 264
30 1777 115 269
35 1866 125 227
40 1787 135 156
45 1664 145 85
50 2059 155 33
55 2692 165 0
60 2791 175 0
65 2077 180 0
70 1395
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SECURITY & PERIMETER – ACCESSORIES (FIELD INSTALLED)CANOPY & PARKING DECK – MOUNTING OPTIONS

Direct Mount
Mounting Code:
DM

• Designed for installation over a recessed junction box

• Supplied with four 0.188" clearance holes for #8 screws

• If surface wiring is required, use SB-16 or ESB-7 Surface Mounting Box accessories

• Variety of product specific (direct mount) features provided – see mounting footnotes for

details on individual product page

Quick Mount
Mounting Code:
QM

• Includes a black steel tray which mounts directly to ceiling or 4" octagon or square 

recessed junction box; a hinge bracket attached to the fixture hooks into a slot 

in the tray, supporting the fixture while electrical connection is made

• Multiple conduit knockouts are provided on the tray (UL Listed for damp locations)

Recessed Mount
Mounting Code:
RM (12" or 16" square)

• Variety of product specific (recessed mount) features provided – see mounting footnotes

for details on individual product page

Slide Splice Box
Mounting Code:
SS

• Used for pendant mounting with rigid conduit

• A removable steel electrical box can be installed prior to mounting the fixture 

using 3/4" conduit for pendant mounting

Cord & Plug
Mounting Code:
CP

• Includes a quick connect hook with retainer spring to suspend luminaire from 

a ceiling eye hanger (customer supplied)

• Supplied with a 30" (762 mm) cord and NEMA standard locking-type plug
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CANOPY & PARKING DECK – ACCESSORIES (FIELD INSTALLED)

Wire Guard
Catalog Number:

FWG-12  (12" square)

FWG-16  (16" square)

FWG-22  (22" square)

• Steel guard protects lens and 

optical system

• Attaches easily to pre-drilled lens

frame with supplied fasteners

• Finished in acrylic black E-coat paint

• 1" space between wires

Surface Mounting Boxes
Catalog Number:

ESB-7___  (Surface Box)

ESB-71P___  (with 120V Photocell)

ESB-72P___  (with 277V Photocell)

SB-16

• Designed for use with ceiling- or

wall-mounted fixtures where surface 

wiring is required

• Die-cast aluminum with five tapped 

and plugged knockouts available to 

feed 1/2" conduit

Parking Deck Bracket
Catalog Number:

PD-10___  (BCP-S12-V-UD) 

(shown in white)

PD-20___  (BCP-S16-V-L1) 

(shown in bronze)

• Fabricated aluminum bracket suspends

fixture 10" (PD-10), or 11" (279 mm)

– 20" (508 mm) (PD-20) to clear

concrete ”T” construction

**

**

Lay-In Panel
Catalog Number:

LPF-12  [12-inch BCP-12R-H-(C7 or AD)]

LPF-16  (16-inch BCP-16R-H-C7)

• Lightweight steel Lay-In Panel

accessory replaces a standard 24"

square recessed panel and supports

the fixture

• Finished in white ultra-durable 

powder top coat

• Die-cast aluminum with five tapped

and plugged knockouts available to 

feed 1/2" conduit

**
**
**

Specify color : BZ=Bronze, BK=Black, WH=White**

ESB-71PBZ or
ESB-72PBZ

SB-16

Circle Cutter
Catalog Number:
CAR-MCC

• For use with any 2500 RPM+ drill

• Cuts 9" hole in canopy pane

Opening Tool
Catalog Number:
CAR-OT
• For use with relamping stick

• Opens lens frame for relamping

• Not for use with Directional

Lamp Basket
Catalog Number:
CAR-BSK

• For use with relamping stick

• Removes and installs lamp

• Not for use with Directional

Note: Both the Opening Tool and Lamp Basket are included in Complete Relamping Kit,

Catalog Number: CAR-RLS (not shown)

ESB-7WH

ACCESSORIES – CONSTELLATION

Tamperproof Screwdriver
Catalog Number:
TSP-1

• For use with fixtures with 

tamperproof screws




